H cores

H101x65x15P

CORE SETS
Effective core parameters
SYMBOL PARAMETER VALUE UNIT
> (1/4) |core factor(C)) 0.95 mm
Ve effective volume 67032. 00 mm°
le effective length 252. 00 mm
Ae effective area 266. 00 mm>
Wt mass of core ~=339 g
¢B
A
T ¢
Coat B : )
Uncoat 101.0+2.0 65.0+1.5 15.0+1.5
Coated 104.0 max 63.0 min 17.0max
Note: With grass green epoxy coating
AL (nll/N%) ni
GRADE f=10kHz f=10kHz
U=0. 25V U=0. 25V
R5KC 6000+ 25% ~=5500
R5KC Material Characteristics
CHARACTERISTICS CONDITIONS YALUE
Initial Permeability 1y .lﬂkﬂz’ 25H0 EE 5
B<0.25m1
Relative Loss Factor  tanBiu; (=10-%) B'Mk};z’ =10.0
B=0.25mT
Satration Magnetic Fhux Densify | ¢4y 1joqp/m | 2500 480
Bs {mT} ST '
Eelative Temperatore CoelTicient i o o
e (<1049C) 25EC~60°C “20-2.0
10Kz
Curie Temperature  Te (°C . Sk
urie Tempera € (o) B=<0.25mT =10
Density d (gfen) 25°C 4385




