E cores DMEGC E16\8\5
CORE SETS
Effective core parameters
SYMBOL PARAMETER VALUE UNIT
> (1/A) |core factor (C,) 1.87 — 11.3MIN
Ve effective volume 755. 76 mm’ 4.5540.15 .
le effective length 37. 60 mm WV
Ae effective area 20. 10 mm® . "y
Amin |minimum area 19. 92 mm® f. & -
Wt mass of core set ~3.9 g v ! ) ®
LRy 16.140.3
;Tlr-%_'ﬂ'
- I i)
Characteristice
AL (nH/N®) B (uT) CORE LOSS (W)
GRADE f=10kHz H=250A/m f=100kHz
U=0. 25V f=25kHz B=200mT
T=100C T=100C
DMR40 1100+25% =250 <0.57
DMR44 1100+25% =250 <0.43
DMR90 1050425% =300 <0.61
AL (nH/N) B (uT) CORE LOSS (W)
GRADE f=10kHz H=250A/m =500kHz f=3MHz
U=0. 25V f=25kHz B=50mT B=10mT
T=100C T=100C T=100C
DMR55 9504 25% =270 <0. 25 —
AL (nH/N?) b
GRADE f=10kHz f=10kHz
U=0. 25V U=0. 25V
R4K 1400+ 25% ~4300
R5K 1900+ 25% ~5000
R7K 2500+ 25% ~7000
R10K 34504 30% ~10000




